@ AVG TRUCKS

Vehicle-No.: 602008

ScaniaR 410 6X2*4 motor vehicle column AVG Trucks GmbH

: Gwinnerstrale 36
with closed box for beverage 60388 FrankiurtM

; Telefone: +49 (0) 69-942138-0
Fax: +49 (0) 69-942138-38

info@avg-trucks.de

Euro 87.500,00 + Mwst. http://www.avg-trucks.de

Contract structure By charging device mit Doppelfliigeltiiren Caster steering axle liftbar full service history tail-lift Bar 2.500 kg,
2.300 mm.

First registration 12.12.2018

Mileage 216.200 km

Clearance store room dimensions 8100 x 2470 x 2200 mm

Emission level 6

Engine power 302/411 KW/PS

Total weight 26.000 kg

Kerb weight 11.700 kg

Payload 14.300 kg

Wheelbase 5.150 mm

Height of edge of trailer tray 1.320 mm

Suspension Air suspension

Operator's cab cab, long version

Equipment

1A1 Trailing axle, fit to be raised

1G2 12-gear transmission automatic

1KO Closed box without rear-doors (elevation platform locks box)
1M9 Hill hold

A00 Front axle with air suspension

A71 Differential lock rear axle

AD8 Rear axle, air-spring

BO1 Brake connection Duomatic

B02 Brakes, anti-lock system

B98 Retarder

BB3 ESP

BB5 Disk-brakes

C99 Multifunction steering wheel

D45 Glas lifting and sliding roof

ET8 Scania Lane Departure Warning System (LDW)

F04 Cab, long version

F52 Outside sun visor

F62 Heated rearview mirror

FES5 Electric window regulator, driver's and codriver's door
FL2 Driver's cab with air suspension

FX6 Mirror electrically adjustable, driver and passenger side
FZ1 Central locking with remote control

FZ7 Immobilizer

GX7 Tansmission Scania Opticruise without clutch pedal
HO7 Automatic air condition

H11 Additional cab heater

H16 Driver's seat heating

IX5 Engine 6-cylinder

JW6 Reversing camera with a monitor in the cab



K10 500-liter tank

M5Z Euro 6 engine version

MD9 Cruise control

MI2 Adaptive Cruise Control (ACC)

MS1 Motor version with AdBlue

PZ1 Loading certificate VDI 2700 + DCE RL 9.5
PZ3 Palett stop bar

PZ6 Loading certificate DIN EN 12642 Code XL
PZ7 Loading certificate DIN EN 12195-1

Q10 Cross member used for trailer coupling
Q28 Trailer couplin (mouth type)

S15 Driver's seat, air-cushioned

S53 Lower bunk

V42 Load securing rails

WL1 Trailing axle, automatic steering

WQ?1 Low trailer couplin system

Z1H EBS

Z99 Vehicle without sparewheel

Legal notice: The details of this offer are subject to change. <br/>Subject to prior sale. For sale to businesses only.




